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Addendum Number: #2 Date Issued:  01-06-2025 

Project Name: MSU – Pasiley Court Housing Project Number: 23123-2F 

Pages in Addendum: Drawings: (3) 24” x 36” 

Specifications: (1) 8.5” x 11” 

Addendum Narrative: (3) 8.5” x 11” 

Existing Roof Information: (12) 8.5”x11” 

Prepared By: Emma Survis | A&E Design 

 

 

Issued To: 

 

All Bidders  

 

 

The additions, clarifications, and/or corrections contained herein shall be made to the Project Specification Manual, 

Drawings, and Schedules for the above referenced project(s) and shall be included in the scope of work and proposals to 

be submitted. References made below to the Project Specification Manual and Drawings shall be used as a general guide 

only. Bidder shall determine the extent of work affected by Addendum items. This Addendum consists of the following (in 

addition to any previous addenda): 

 

 

General Bid Items: 

 

Questions Received and answered: 

 

1.  The window illustrated on Building A East Elevation is labeled as a type A, it appears to be a type B in the 

plans.  I need to know the correct type to quote.  

Should be Type B. 

2.  The window illustrated on Building A West Elevation is labeled as a type A, it appears to be a type B in photos.   I 

need to know the correct type to quote. 

 Assume this is Building C West Elevation? Should be Type B.  

3.  The windows C, B, and E, are likely located in bedrooms.  With the plan's stated width, they will not meet Egress 

requirements.  Can the plans be labeled for bedrooms so modifications of sizes and notes if needed can 

be proposed?  

This will require feedback from the City. The width of the windows was allowed in the 1984 code (when 

this building was built). At this time, it should be assumed that the windows will be allowed as is.  

4.  Comment only:  Building addresses 104 and 109 on the parking lot side have 2-wide casements. The plans 

illustrate all these building elevations to have 1-wide casements, I don't see an alternate. 

 Noted.  

5. My question from the email I sent last week:  Information Request about GL-1 Glazing. 

 Tempered glass is only required where required to be safety glazing, as noted in specification section.  

6. Would an LP siding product be an acceptable alternative? 

 LP products are not approved as an acceptable alternative. 

7. Is there an anticipated extension to the project schedule? 

 Project schedule may be negotiable after the bid. 

8. Is there an allowance amount for the landscaping everyone can carry the same amount? 

 Please provide a $50,000 allowance for landscaping.   



 

 

  2

9. Please specify wood material that will be painted. 

Wood material to be painted is shown on elevations and existing material unless required to be 

replaced to match existing.  

10. What is the existing roof shingle brand, color and class? 

 See attached existing roof warranty.  

11. In detail 3 (page 9), Drip cap is shown below the trim above the window, and above/below the bottom window 

trim. This is atypical, but I want to verify that it what is being requested. Z-metal above the top window trim is the 

only one required by manufacturers. 

 Window should be flashed, but the bottom window trim should be caulked to the siding.  

12. In detail 4, Z-metal is not required by manufacturer specs, but do you still want it? 

 Yes, provide Z-flashing at base.  

13. Are we replacing the address numbers on the siding? 

 Yes, please replace address numbers on the siding.  

14. Are we using trim against the brick areas, or just siding into the brick and caulking? 

 Siding should be trimmed into the brick areas.  

15. Are new gutters going on all eaves, or just replacing the existing sections? 

 New gutters should be provided where gutters were existing, see Roof Plan and verify in field.  

16. Provide a unit cost for replacement of sheathing on the exterior.  

17. Provide an allowance for gypsum board repair.  

 

Project Manual (Specifications): 

 

MSU Bid Proposal Long Form 098 

 

Drawings: 

A4.1 – EXTERIOR ELEVATIONS 

 UPDATED:  Building A East Elevation window type tag.   

A4.2 – EXTERIOR ELEVATIONS 

 UPDATED:  Building C West Elevation window type tag.   

A9.2 –DETAILS 

 UPDATED:  Detail 3 flashing.   

 

Prior Approvals: 

Reviewing is for conformance with the design concept of the project and compliance with the information given in 

the contract documents. Contractor is responsible for dimensions and quantities to be confirmed and correlated to 

the job site; for information that pertains solely to the fabrication processes or to techniques of construction; and 

for coordination of work of all trades. Any substitutions shall meet the specification for the product specified.  Any 

costs associated with modifications necessary due to a product substitution shall be the responsibility of the 

contractor. 

Approval of a particular product does not constitute an approval of all other related products or materials within a 

particular system or assembly, which may also need to be submitted for separately for approval, per project 

specifications; where some products or materials must be sourced from the same manufacturer as adjacent or 

related products in the completed system or assembly, for material compatibility and/or warranty.  
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Section Description Manufacturer Status 

074646 Siding LP Siding Rejected 

085313 Vinyl Windows Marvin (fiberglass) Approved 

085313 Vinyl Windows Anderson Approved 

085313 Vinyl Windows Milgard Approved 

085313 Vinyl Windows Jeld Wen Approved 

085313 Vinyl Windows Sierra Pacific Approved 

085313 Vinyl Windows Vector Rejected 

085313 Vinyl Windows Quaker Rejected 

085313 Vinyl Windows Weathershield Rejected 

 



























LEVEL 1
100' - 0"

LEVEL 2
109' - 4 1/4"

ROOF
117' - 5 1/4"

7654

3

4' - 0"7' - 3 1/4"4' - 6"10' - 3 1/2"4' - 9"25' - 3 1/4"4' - 4 3/4"60' - 5 1/2"

120' - 11"

9'
 -

 1
1 

1/
4"

5'
 -

 6
"

2'
 -

 0
"

17
' -

 5
 1

/4
"

2'
 -

 0
"

4'
 -

 0
"

12
' -

 4
 1

/4
"

C

D

A

A A A A

D

C

C C

C

E E E

A

ROOFING NOT IN SCOPE

BRICK NOT IN SCOPE

DOORS NOT IN SCOPE

NOTE: FIELD VERIFY ALL DIMENSIONS.
DO NOT SCALE DRAWINGS.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

LS-1LS-1LS-1 LS-1 LS-1

SOFFIT PANEL (SP-1), TYP.

TYP.

SOFFIT PANEL (SP-1), TYP.

TB-1

UNDERSIDE, VS-1, TYP.

E

G GF F

C

DOWNSPOUT LOCATION DOWNSPOUT LOCATION

7 6 5 4

3

17
' -

 5
 1

/4
"

13
' -

 0
"

4'
 -

 5
 1

/4
"

59' - 7 1/2" 7' - 0" 4' - 0" 10' - 0" 7' - 0" 4' - 0" 7' - 0" 10' - 0" 4' - 0" 6' - 7 1/2"

119' - 2 3/4"

2'
 -

 0
"

11
' -

 6
"

14' - 0" 3' - 6" 11' - 0" 3' - 6" 14' - 0"

B

B

B B

BB

B

B

46' - 0"

ROOFING NOT IN SCOPE

BRICK NOT IN SCOPE

DOORS NOT IN SCOPE

NOTE: FIELD VERIFY ALL DIMENSIONS.
DO NOT SCALE DRAWINGS.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

NOTE: WINDOWS ON 
BUILDINGS 104 & 109 
ELEVATION NORTH ARE 
NOT TYPICAL. USE WINDOW 
TYPE 'C' AS ALTERNATE 
(REF. SCHEDULE). 

C
OPEN OPEN OPEN OPEN

LS-1LS-1LS-1 LS-1LS-1 LS-1LS-1LS-1 LS-1LS-1

LS-1 LS-1PT-1 TYP.

SOFFIT PANEL (SP-1), TYP.

TYP.PT-1TB-1 TYP.

PT-1 TYP. PT-1 TYP.

A9.2

8 TYP.

DOWNSPOUT LOCATION

DOWNSPOUT LOCATION

DOWNSPOUT LOCATION

A B C D E

A

13
' -

 0
"

3' - 9" 4' - 8 3/4"

6'
 -

 0
"

2'
 -

 0
"

NOTE: FIELD VERIFY ALL DIMENSIONS.
DO NOT SCALE DRAWINGS.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

BRICK NOT IN SCOPE

SOFFIT PANEL (SP-1), TYP.
OPEN

OPEN

LS-1

LS-1LS-1

PT-1

PT-1

TB-1 TYP.

A9.2

7 TYP.

SEAL NEW WINDOW INTO EXISTING 
RO, DO NOT CUT BRICK

B

ABCDE

BRICK NOT IN SCOPE

NOTE: FIELD VERIFY ALL DIMENSIONS.
DO NOT SCALE DRAWINGS.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

OPEN

OPEN

SOFFIT PANEL
(SP-1), TYP.

LS-1LS-1

LS-1

PT-1

PT-1

TB-1 TYP.

A9.2

7 TYP.

1. ALL INFORMATION REGARDING EXISTING CONDITIONS IS BASED UPON OWNER-SUPPLIED DOCUMENTS 

AND MAY NOT PRECISELY REFLECT FIELD CONDITIONS.

2. THE CONTRACTOR SHALL NOT CONSIDER CONSTRUCTION NOTES TO BE ALL-INCLUSIVE.  IT IS THE 

CONTRACTOR'S RESPONSIBILITY TO INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT OF 

THE CONTRACT DOCUMENTS. CONTRACTOR SHALL COORDINATE ARCHITECTURAL CONSTRUCTION 

DRAWING AND NOTES WITH CIVIL, STRUCTURAL AND MECHANICAL, ELECTRICAL & PLUMBING NOTES AND 

DRAWINGS.

3. FIELD VERIFY ALL DIMENSIONS.  DO NOT SCALE DRAWINGS.

4. ALL FINISHES AND MATERIALS SHALL BE PROPERLY INTEGRATED TO ENSURE A UNIFORM APPEARANCE 

AND SEAMLESS TRANSITION.

5. ALL DIMENSIONS ARE FROM STRUCTURAL OR UNFINISHED FACE OF STUD, UNLESS OTHERWISE NOTED.

6. GENERAL CONTRACTOR SHALL COORDINATE ALL ASPECTS OF THE BUILDING CONSTRUCTION.

7. PATCH AND REPAIR ANY / ALL WALL SURFACES AS REQUIRED TO PROVIDE SUITABLE SUBSTRATE FOR 

FINISHES.

8. U.L. ASSEMBLIES DESCRIBED ARE FOR REFERENCE ONLY.  THE GENERAL CONTRACTOR SHALL 

COORDINATE AND VERIFY THE INSTALLATION OF THE DESCRIBED SYSTEM(S) .

HARDIE PLANK LAP SIDING

TEXTURE: SELECT CEDARMILL
COLOR: WEATHERED CLIFFS
WIDTH: 7.25"

LS-1

SP-1

PT-1

HARDIE SOFFIT PANEL

TEXTURE: VENTED SMOOTH
COLOR: WEATHERED CLIFFS
WIDTH: 16"

SHERWIN-WILLIAMS

TEXTURE: DURATION EXTERIOR
COLOR: SW 9695 (BEETROOT)

VS-1

HARDIE PANEL VERTICAL SIDING

TEXTURE: SELECT CEDARMILL
COLOR: ARCTIC WHITE
WIDTH: 48"

TB-1

HARDIE TRIM BOARD

TEXTURE: 5/4 RUSTIC 
COLOR: COBBLE STONE
WIDTH: 11.25"

4

VS-1 TYP. TYP.PT-1 TYP.PT-1

OPEN OPEN

NOTE: FIELD VERIFY ALL DIMENSIONS.
DO NOT SCALE DRAWINGS.

A9.2

8 TYP.

A/E #

REV. DESCRIPTION DATE

REVIEWED BY:

DRAWN BY:

SHEET

DATE

SHEET TITLE

M
O

N
T

A
N

A
S

T
A

T
E

 U
N

I
V

E
R

S
I
T

Y

MSU-CPDC
MONTANA STATE UNIVERSITY

BOZEMAN, MONTANA

PHONE: 406.994.5413

FAX: 406.994.5665

A&E PROJ #:

PPA #:

23123.00

2 Addendum #2 01/02/25

M
S

U
 P

A
I
S

L
E

Y
 C

O
U

R
T

H
O

U
S

I
N

G

B
ID

/
P

E
R

M
IT

 S
E

T

Author
Checker

EXTERIOR

ELEVATIONS

A4.1

03/29/24

21-0143

21-0143

1/8" = 1'-0"13
BUILDING A - ELEVATION SOUTH (TYP)

1/8" = 1'-0"5
BUILDING A - ELEVATION NORTH (TYP)

1/8" = 1'-0"1
BUILDING A - ELEVATION EAST (TYP)

1/8" = 1'-0"3
BUILDING A - ELEVATION WEST (TYP)

ELEVATION NOTES

GENERAL NOTES

MATERIAL LEGEND

1. WINDOWS ON BUILDINGS 104 & 109 ELEVATION NORTH ARE NOT TYPICAL.
USE WINDOW TYPE 'C' AS ALTERNATE (REF. SCHEDULE).

1/8" = 1'-0"15
BUILDING A - ELEVATION BACKSIDE ENTRY WALL (TYP)

1

1

2



LEVEL 1
100' - 0"

LEVEL 2
109' - 4 1/4"

ROOF
117' - 5 1/4"

E F

BUILDING C

8' - 9 3/8" 11' - 6" 8' - 9 3/8"

29' - 0 3/4"

2'
 -

 0
"

11
' -

 4
 1

/4
"

17
' -

 5
 1

/4
"

ROOFING NOT IN SCOPE

BRICK NOT IN SCOPE

NOTE: 101 BUILDING 'B' & 102 BUILDING 'B' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

SOFFIT PANEL (SF-1), TYP.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

REF. A4.2-15 FOR 
STAIRWELL INTERIOR

LS-1LS-1LS-1

PT-1 TYP.TB-1 TYP.

DOWNSPOUT LOCATION

C

C

EF

BUILDING C ROOF
CONNECTION

C

D A

A

2'
 -

 0
"

4'
 -

 0
"

12
' -

 4
 1

/4
"

17
' -

 5
 1

/2
"

3' - 8" 8' - 2 1/4" 4' - 1" 14' - 9 3/4"

7'
 -

 7
"

BRICK NOT IN SCOPE

ROOFING NOT IN SCOPE

DOORS NOT IN SCOPE

SOFFIT PANEL
(SF-1), TYP.

SOFFIT PANEL (SP-1), TYP.

NOTE: 101 BUILDING 'B' & 102 BUILDING 'B' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1 LS-1

LS-1

PT-1

TB-1 TYP.

H

G

3 2 1

D

I

15' - 0" 3' - 11 1/2" 11' - 7 3/4" 2' - 0 3/4" 18' - 11 3/4"

15
' -

 1
1"

3'
 -

 4
"

5'
 -

 6
"

8'
 -

 1
0"

BRICK NOT IN SCOPE

9'
 -

 4
 1

/4
"

3'
 -

 7
 3

/4
"

SOFFIT PANEL
(SP-1), TYP.

NOTE: 101 BUILDING 'B' & 102 BUILDING 'B' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1 PT-1 TYP.

LS-1

TB-1 TYP.

DOWNSPOUT LOCATION

321

15' - 0"3' - 11 1/2"25' - 10"6' - 0"

10
' -

 1
0 

3/
4"

2'
 -

 1
1"

3'
 -

 7
 3

/4
"

9'
 -

 4
 1

/4
" 15

' -
 1

1"

BRICK NOT IN SCOPE

DOORS NOT IN SCOPE

BUILDING B ROOF
CONNECTION

SOFFIT PANEL
(SP-1), TYP.

7'
 -

 5
 1

/2
"

NOTE: 101 BUILDING 'B' & 102 BUILDING 'B' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.
NOTE: REFERENCE A1.1-1 FOR GUTTER LOCATIONS

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1 LS-1

PT-1 TYP.

TB-1 TYP.

UNDERSIDE, VS-1

A9.2

7

A9.2

6 TYP.

TYP.

A9.2

8 TYP.

C D E

22
' -

 2
 3

/4
"

8'
 -

 0
"

4'
 -

 4
 1

/4
"

3' - 5"

2' - 1" 16' - 8" 3' - 4" 6' - 0"

26' - 0"

8'
 -

 2
 1

/4
"

7'
 -

 1
0 

3/
4"

6'
 -

 1
 3

/4
" BUILDING B

6'
 -

 6
 1

/2
"

NOTE: 101 BUILDING 'C' & 102 BUILDING 'C' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1

TB-1 TYP. CDE

BUILDING B

A

3' - 5"

6' - 0" 3' - 4" 16' - 8" 2' - 1"

26' - 0"

7'
 -

 7
"

8'
 -

 6
 1

/4
"

6'
 -

 1
 3

/4
"

22
' -

 2
 3

/4
"

3'
 -

 0
"

BRICK NOT IN SCOPE

ROOFING NOT IN SCOPE

SOFFIT PANEL (SP-1), TYP.

NOTE: 101 BUILDING 'C' & 102 BUILDING 'C' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1

LS-1

TYP.PT-1

TB-1

TYP.

LS-1

SEAL NEW WINDOW INTO EXISTING 
RO, DO NOT CUT BRICK

B

2 1

22
' -

 2
 3

/4
"

16
' -

 1
"

6'
 -

 1
 3

/4
"

9' - 4 1/2"

9' - 1 3/4" 18' - 4"

BRICK NOT IN SCOPE

DOORS NOT IN SCOPE

SOFFIT PANEL (SP-1), TYP.

NOTE: 101 BUILDING 'C' & 102 BUILDING 'C' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1

TB-1 TYP.

A9.2

6

A9.2

7TYP. TYP.

21

9' - 4 1/2"

22' - 9 1/4" 4' - 11 1/4"

6'
 -

 1
 3

/4
"

16
' -

 1
"

22
' -

 2
 3

/4
"

7'
 -

 7
"

2'
 -

 0
"

J

BRICK NOT IN SCOPE

ROOFING NOT IN SCOPE

SOFFIT PANEL
(SP-1), TYP.

NOTE: 101 BUILDING 'C' & 102 BUILDING 'C' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

LS-1

LS-1

TB-1 TYP.

A9.2

7 TYP.

1. ALL INFORMATION REGARDING EXISTING CONDITIONS IS BASED UPON OWNER-SUPPLIED DOCUMENTS 

AND MAY NOT PRECISELY REFLECT FIELD CONDITIONS.

2. THE CONTRACTOR SHALL NOT CONSIDER CONSTRUCTION NOTES TO BE ALL-INCLUSIVE.  IT IS THE 

CONTRACTOR'S RESPONSIBILITY TO INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT OF 

THE CONTRACT DOCUMENTS. CONTRACTOR SHALL COORDINATE ARCHITECTURAL CONSTRUCTION 

DRAWING AND NOTES WITH CIVIL, STRUCTURAL AND MECHANICAL, ELECTRICAL & PLUMBING NOTES AND 

DRAWINGS.

3. FIELD VERIFY ALL DIMENSIONS.  DO NOT SCALE DRAWINGS.

4. ALL FINISHES AND MATERIALS SHALL BE PROPERLY INTEGRATED TO ENSURE A UNIFORM APPEARANCE 

AND SEAMLESS TRANSITION.

5. ALL DIMENSIONS ARE FROM STRUCTURAL OR UNFINISHED FACE OF STUD, UNLESS OTHERWISE NOTED.

6. GENERAL CONTRACTOR SHALL COORDINATE ALL ASPECTS OF THE BUILDING CONSTRUCTION.

7. PATCH AND REPAIR ANY / ALL WALL SURFACES AS REQUIRED TO PROVIDE SUITABLE SUBSTRATE FOR 

FINISHES.

8. U.L. ASSEMBLIES DESCRIBED ARE FOR REFERENCE ONLY.  THE GENERAL CONTRACTOR SHALL 

COORDINATE AND VERIFY THE INSTALLATION OF THE DESCRIBED SYSTEM(S) .

1' - 3" 13' - 9" 4' - 2"

9'
 -

 3
"

6'
 -

 8
"

NOTE: 101 BUILDING 'B' & 102 BUILDING 'B' ARE MIRRORED VERSIONS
OF TYPICAL BUILDING.

NOTE: FIELD VERIFY ALL DIMENSIONS. DO NOT SCALE DRAWINGS.

STAIRWELL CEILING, VS-1

VS-1 TYP.PT-1 TYP.

A9.2

8 TYP.

HARDIE PLANK LAP SIDING

TEXTURE: SELECT CEDARMILL
COLOR: WEATHERED CLIFFS
WIDTH: 7.25"

LS-1

SP-1

PT-1

HARDIE SOFFIT PANEL

TEXTURE: VENTED SMOOTH
COLOR: WEATHERED CLIFFS
WIDTH: 16"

SHERWIN-WILLIAMS

TEXTURE: DURATION EXTERIOR
COLOR: SW 9695 (BEETROOT)

VS-1

HARDIE PANEL VERTICAL SIDING

TEXTURE: SELECT CEDARMILL
COLOR: ARCTIC WHITE
WIDTH: 48"

TB-1

HARDIE TRIM BOARD

TEXTURE: 5/4 RUSTIC 
COLOR: COBBLE STONE
WIDTH: 11.25"

A/E #

REV. DESCRIPTION DATE

REVIEWED BY:

DRAWN BY:

SHEET

DATE

SHEET TITLE

M
O

N
T

A
N

A
S

T
A

T
E

 U
N

I
V

E
R

S
I
T

Y

MSU-CPDC
MONTANA STATE UNIVERSITY

BOZEMAN, MONTANA

PHONE: 406.994.5413

FAX: 406.994.5665

A&E PROJ #:

PPA #:

23123.00

2 Addendum #2 01/02/25

M
S

U
 P

A
I
S

L
E

Y
 C

O
U

R
T

H
O

U
S

I
N

G

B
ID

/
P

E
R

M
IT

 S
E

T

Author
Checker

EXTERIOR

ELEVATIONS

A4.2

03/29/24

21-0143

21-0143

1/8" = 1'-0"1
BUILDING B - ELEVATION EAST (TYP)

1/8" = 1'-0"2
BUILDING B - ELEVATION WEST (TYP)

1/8" = 1'-0"3
BUILDING B - ELEVATION NORTH (TYP)

1/8" = 1'-0"5
BUILDING B - ELEVATION SOUTH (TYP)

1/8" = 1'-0"6
BUILDING C - ELEVATION EAST (TYP)

1/8" = 1'-0"7
BUILDING C - ELEVATION WEST (TYP)

1/8" = 1'-0"13
BUILDING C - ELEVATION NORTH (TYP)

1/8" = 1'-0"14
BUILDING C - ELEVATION SOUTH (TYP)

ELEVATION NOTES

GENERAL NOTES

1. 101 BUILDING 'B/C' & 102 BUILDING 'B/C' ARE MIRRORED VERSIONS OF TYPICAL BUILDING.

GENERAL NOTES

1/8" = 1'-0"15
BUILDING B - ELEVATION STAIRWELL INTERIOR (TYP)

1

1

2



EXISTING UNDERLAYMENT, NEW 
UNDERLAYMENT TO 3'-0" FROM ROOF EDGE, 

LAPPED OVER EXISTING UNDERLAYMENT 
PER ALTERNATE #1

EXISTING ROOF SHEATHING

NEW HARDIE SOFFIT PANEL, VENTED

NEW TRIM BOARD (HARDIETRIM)

EXISTING FACIA BLOCKING

24 GA PREFINISHED METAL GUTTER, 
COLOR TO MATCH TRIM BOARD

NEW PREFINISHED EAVE FLASHING W/ DRIP 
EDGE, COLOR TO MATCH TRIM BOARD. BASE 
BID: TUCK UNDER EXISTING SHINGLES, FACE 

SECURE FASTENERS. ALTERNATE #1: FASTEN 
TO ROOF SHEATHING

NEW PREFINISHED FLASHING

EXISTING ROOF FRAMING

REFERENCE MANUFACTURER REQUIRMENT
& BEST PRACTICES

2"

FASTENER WITH RUBBER 
GROMMET, PER MFRS 

RECOMMENDATION, BASE BID ONLY

EXISTING SHINGLES, PROVIDE NEW 
SHINGLES AT ROOF EDGE PER ALTERNATE 

#1, TO MATCH EXISTING

M
IN

1 
1/

4"

EXISTING INTERIOR 
SHEATHING

EXISTING FRAMING / 
INSULATION
(WHERE REQUIRED)

LAP SIDING (HARDIEPLANK)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.05

SIDING NAILS BLIND 
FASTENED INTO FRAMING

M
IN

1 
1/

4"

EXISTING INTERIOR 
SHEATHING

EXISTING FRAMING / 
INSULATION
(WHERE REQUIRED)

LAP SIDING (HARDIEPLANK)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.03

SIDING NAILS BLIND 
FASTENED INTO FRAMING

WINDOW / DOOR HEADER

TRIM BOARD (HARDIETRIM)

Z-FLASHING

WINDOW FLASHING 
(PER MAN. REC.)

WINDOW FRAME 
(REF. SCHEDULE)

STARTER STRIP

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.01

WOOD FRAMING

LEAVE APPROPRIATE 
GAP AND CAULK

TRIM BOARD (HARDIETRIM)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

EXISTING INTERIOR 
SHEATHING

LEAVE APPROPRIATE 
GAP AND CAULK

EXISTING FRAMING / 
INSULATION
(WHERE REQUIRED)

EXISTING FRAMING / 
INSULATION

(WHERE REQUIRED)

EXISTING INTERIOR 
SHEATHING

LAP SIDING (HARDIPLANK)

LAP SIDING 
(HARDIPLANK)

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

LEAVE APPROPRIATE 
GAP AND CAULK

TRIM BOARD (HARDIETRIM)

LEAVE APPROBRIATE 
GAP AND CAULK

AIR AND VAPOR BARRIER

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.02

EXISTING INTERIOR 
SHEATHING

EXISTING FRAMING / INSULATION
(WHERE REQUIRED)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.04

WOOD FRAMING

TRIM BOARD (HARDIETRIM)

CAULK JOINT, PER MFR. 

WINDOW FLASHING 
(PER MAN. REC.)

WINDOW FRAME 
(REF. SCHEDULE)

M
IN

1 
1/

4"

LAP SIDING (HARDIEPLANK)

WOOD BLOCKING, REPLACE AS 
REQUIRED

NEW WOOD (PINE OR 
HARDER) TRIM INTERIOR 

CASING, TYP ALL SIDES OF 
WINDOW, PRIME AND PAINT

LAP SIDING (HARDIEPLANK)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.06

SIDING NAILS BLIND 
FASTENED INTO FRAMING

Z-FLASHING

FOUNDATION

STARTER STRIP

M
IN

 C
LE

A
R

A
N

C
E

6"

M
IN

1 
1/

4"

EXISTING FRAMING / 
INSULATION
(WHERE REQUIRED)

LAP SIDING (HARDIEPLANK)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.09

SIDING NAILS BLIND 
FASTENED INTO FRAMINGWOOD FRAMING

METAL CAPPING

AIR AND VAPOR BARRIER

EXISTING INTERIOR 
SHEATHING

EXISTING FRAMING / INSULATION
(WHERE REQUIRED)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PANEL DETAIL 1.07

WOOD FRAMING
TRIM BOARD (HARDIETRIM)

Z-FLASHING

FIXTURE PENETRATION

M
IN

1 
1/

4"

LAP SIDING (HARDIEPLANK)

STARTER STRIP

LEAVE APPROPRIATE 
GAP AND CAULK

TRIM BOARD (HARDITRIM)

REFERENCE MANUFACTURER REQUIRMENT : 
HARDIPLANK PLANK DETAIL 1.10

LEAVE APPROPRIATE 
GAP AND CAULK

TRIM BOARD (HARDIETRIM)

EXISTING INTERIOR 
SHEATHING

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

FLASHING TAPE

AIR AND VAPOR BARRIER

DOOR / WINDOW JAMB

LEAVE APPROPRIATE 
GAP AND CAULK

M
IN

1 
1/

4"

VERTICAL SIDING (HARDIEPLANK)

AIR AND VAPOR BARRIER

EXISTING EXTERIOR SHEATHING 
(REPLACE WHERE ROTTED)

SIDING NAILS BLIND 
FASTENED INTO FRAMING

WOOD FRAMING

2X WOOD CAP,
MIN 1/2" OVERHANG,

PAINT TO MATCH (PT-1)

1/2" 1/2"

AIR AND VAPOR BARRIER

NEW PREFINISHED FLASHING 
WITH DRIP EDGE
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DETAILS

A9.2

03/29/24

21-0143

21-0143

3" = 1'-0"7
EAVE DETAIL (TYP)

3" = 1'-0"1
LAP SIDING HORIZONTAL DETAIL (TYP)

3" = 1'-0"2
LAP SIDING HEADER DETAIL (TYP)

3" = 1'-0"13
LAP SIDING INSIDE CORNER DETAIL (TYP)

3" = 1'-0"15
LAP SIDING OUTSIDE CORNER DETAIL (TYP)

3" = 1'-0"3
LAP SIDING SILL DETAIL (TYP)

3" = 1'-0"4
LAP SIDING GRADE DETAIL (TYP)

3" = 1'-0"6
LAP SIDING PARAPET DETAIL

3" = 1'-0"5
LAP SIDING FIXTURE PENETRATION

3" = 1'-0"17
LAP SIDING JAMB DETAIL

3" = 1'-0"8
LAP SIDING RAILING DETAIL (TYP)

1
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